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XoMyT ¢ raiKoM
Clamp With Nut FoN

WAMETP C PESHROBBIM HATIOAHHTENEM

MHAMETP 6E3 PE3HH0BOr O HANONHUTENA! /

XOMYT C raKoM U pe3nHoBbIM Npodiunem

Konn.s
KOA, Awamerp| Pasmep TxB R S ynakoeke
(mm) (mm) (mm) (mm) -
(mm) Quantity
Code
Per Box
ASC 0020 S 20- 25 1/2' 1,00 X 20 M5 M8 200
ASC 0025 S 25 -29 3/4' 1,00 X 20 MS M8 200
ASC0032S 32-36 1S 1,00 X 20 MS M8 150
ASC 0040 S 41 -45 11/4' 1,00 X 20 M5 ,%L:3 100
ASC 0048 S 49 - 53 11/2' [1,20X 20 M5 M3 100
ASC 0056 S 59- 65 2' 1,20 X 20 M5 M8 75
ASC 0075 S 75 -83 21/2 1,50X25| M6 M10 50
ASC 0086 S 87 - 95 3' 1,50 X 25 M6 M10 40
ASC 0101 S 108 - 118 q' 1,50X 25 M6 M10 40
ASC0123S 122- 134 41/2' 2,00 X 25 M6 M10 25
ASCO0138S 134 - 147 5' 2,00 X 25 M6 M10 25
\. .f ASC 0160 S 150- 164 51/2' 2,00 X 25 M6 M10 25
ASC 0166 S 157 - 169 6' 2,00 X 25 M6 M10 25

XOMYT € ra#Koi 1 pe3uHoBbIM Npodunem
- XoMyT C rafikoii KCOMb3YETCR ANA KpenneHus TPYD ropH3OHTNLHO! BEPTHKBNLHO K CTeHe,

OTONKY Hnony.

- B 0OOTBETCTBHH C AU3METPOM 33XMM, H3IOTABHBAKOTCH B ABYK BHAAX M8 W M10 raitku.

- BuHTHI M5 / MG / M8, B KOTOpbIX CORSHHEHDI BEPXHAS H HIKHAR Y3CTH 33XMMOB, LaNHDHI
HPaCHOT0 LiBeTa 00ecrieyHBaIT POCTOTY YCTBHOBKH, NPEAOTBPAILAR NBLEHHE BHHTA.

- [INA MOHTAX3 HCMOMb3YIOTCA WNKIEKA U CTANbHbIE A00enH.

- briarogaps 38e30000pa3kbIM KOMOHHUPOB3HHbIE BUHTaM oDecneunBaeTcs Besonackoe #
NEIKO. KPRAIMeHHe.

- Pesna MBX, 4aCTHJHO NOMOLIBET TENNOBOE PaCLIHPEHHE, YMEHbLIBET BHOPALMID B
cHcTEMe W CHioaeT 38yx 40 15 ab.

- BbicTymb! nonocel B HuHeA K BepXHeR WaCTAX 33XWMOB ODECNEWHBAIOT BLICOKYHO
MPOMHOCTS.

- Liunkosoe nokpbiTwe B 15-20 MAKDOH 006CTEiBAET YCTOMMMBOCTE K KOPPO3HH (MPOTHB
BNATH, FTMXONGH, KWCNOT H p. XHMAH) BMECTE C CTIBUWANGHOR Pe3HOR cooteeTcreyer DIN
53509.

- MnacTWkoBbie WaiObl K BHHTHI HE BbINAAAIT BO Bpemn coopKH.

Discover

the potential

Clamp with Nut

-Clomps with Nut ar2 used to fasten the pipes by mounting them on the walls,
ceilings, and floors horizontally or vertically.

Two kinds are produced as M8 and M10 Nut based on the diameter of the nut.

-The red washers on the MS / M6 / A8 Screws by which the uppar and lower parts of the
tlamps ore assembled, provide ease of installation by preventing the screw from dropping.

-Rods and steel fixing plugs must be used in the installation of the damp with nut.
-Theinslallation can be carried out safely and easily by using Phillips Screw for Combi.

-The rubber used on it partially absorbs the thermal expansion, decreases the
sound fo 15 dB by reducing the vibration in the system.

<The strip raises on the lower and upper bodics of the damps provide high strength.

-With its zinc coating of 15 - 20 microns, it is resistant to rusting and with its special
rubbers, it meets the DIN 53509 requirements (against water, glycals, acids, and bases).

The plastic washers on the top prevent the sacws from falling down during the installation.

www.ascelikclamp.com
info@ascelikclamp.com




